
FIG. 1 



Application No. 10/684,667 
Replacement Sheet 



2/6 




FIG. 2 



Application No. 10/684,667 ^ 
Replacement Sheet 

J 

3/5 




FIG. 3 



Application No. 1 0/684,667 ^ 
Replacement Sheet 

) 



4/5 




AGGREGATOR 
£ 

DHCP SERVER 
9" 



PROXY OR 
REDIRECT 
SERVER 
6' 



REGISTRAR 
15' 



LOCATION 
SERVER 

16" 



FIG. 4 



Application No. 10/684,667 ^ 
Replacement Sheet 

J 

5/5 



Sensor 1 obtains its IP address, the IP address of the IP router 8, and 
the IP address of the SIP proxy or redirect server 6 using DHCP 

51 

1 ~ 

Sensor 1 determines Its SIP URI 
53 

Sensor 1 determines the IP address of the registrar 15 
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Sensor 1 determines an available address of record 
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Sensor 1 registers with the registrar 15 under the available address of record 
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Registrar 15 stores the registration information at the location server 16 
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User 7 sends an SIP OPTION reguest or an SIP INVITE request 
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The SIP proxy or redirect server 6 accesses the sensor 1's address 

stored at the location server 16 
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The SIP proxy server 6 forwards the SIP request to the sensor 1 or the 
SIP redirect server 6 sends the sensor 1's SIP URI to the user 7 
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FIG. 5 



